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OVERALL SCALE LENGTH MINIMUM = TRAVEL LENGTH + 187(7.4")
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65.5(2.58") 4.75(0.19")

12.7(0.5")

Short pillar 15(0.6")

Long pillar 20(0.8")

Fix both ends together 

for extended length

of 35(1.4")

 

Min. 9(0.35")

Max. 22(0.87")

Pillar end mounting points

M6 x 12 deep

C'Bore Ø6.5 x 2 deep

25.0(0.98")

13.0(0.51")

 

Mountings 'A'

Ø4.2 THRO' & C BORE Ø7.5 x 4.5 deep

each side of housing to accept 

M4 cap head screws.

Ø5.75(0.23")

1.8(0.07") / 2.0(0.8")

35.0(1.38")

13.4(0.53")

24.0(0.95")

Armoured cable Ø8.5(0.33")

(min. internal bend radius 30(1.2")

Non-armoured cable Ø5.6(0.22")

14.0(0.55")

20.0(0.79")

15.0(0.6")

15.0(0.6")

25.0(0.98")

FXG. SLOT FOR

M5 SCREW

Optional Single End Scale Mounting Kit.

Left and right hand versions avaliable.

R17/360°

ROTATIONAL

ADJUSTMENT

 

3(0.12")

Adjustment

  

360° Rotational

        Adjustment

20(0.79")

Adjustment

SCALE MOUNTING BRACKET ADJUSTMENT

 

 

A - Encoder head mounting points 2off for M4 cap head screws (clearence holes through)

B - Encoder head mounting points 2off for M4 screws (thread depth 8)

C - Scale pillar mounting studs M6 x 10 (use spacer washer as required)

D - Machine Guideway

E/F - Encoder head mounting faces

G - Indicating parallel alignment required between encoder head and axis travel

H - Scale end mounting points to machine bed

P - Installation alignment points
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FOR FURTHER INFORMATION REFER TO INSTALLATION MANUAL

P3

P4

P3 P4

P1

P2

P1

P2

P1

P2

1

1

1

1

1

1

1

1

A

A

4.75(0.19")

1
27/11/13 ECN9370 IMPERIAL FIXINGS REMOVED, NOW METRIC ONLY         CWH


